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Pressure Test/Calibration Pumps Addite
Selection Guide

Lo . .| Adjustment . See
Model Photo Type Range in psi Range in bar Media Resolution Weight Page
o0
Additel 901 > ,.;'* Pneumatic (-6 to 6) psi (-0.4 to 0.4) bar Air 0.001 mbar | 3.51b | P40
Additel 912 &%&,\zg Pneumatic (-14 to 60) psi (-0.95 to 4) bar Air 0.001 mbar | 6.21b | P41
gy
Additel 914 ’Zli Pneumatic (-14t0 375) psi | (-0.95 to 25) bar Air 0.1 mbar 3.3lb | P42
.(_ 33
», ?
Additel 916 - © Pneumatic (-14 to 600) psi | (-0.95 to 40) bar Air 0.1 mbar 591lb | P43
. - [ J . . .
Additel 917 }*j’e_- Pneumatic (-14 to 1,000) psi | (-0.95 to 70) bar Air 0.1 mbar 5.71b | P44
o
. - [ J . . .
@ Additel 918 &% Pneumatic | (-14101,500) psi | (-0.95t0100)bar| Air | 0.1 mbar | 571 | P45
Additel 919A Pneumatic (-14 t0 2,000) psi | (-0.95 to 140) bar |  Air 0.1 mbar | 14.31b | P46
@ Additel 920 Pneumatic (-14 to 3,000) psi | (-0.95 to 200) bar |  Air 0.1 mbar | 14.31b | P48
Additel 925 Hydraulic (-12.5 t0 6,000) psi| (-0.85 to 400) bar Wgt'gﬁﬂ 1 mbar 3.7lb | P49
Additel 927 Hydraulic | (12:81010.000) | 4 8545700 bar | OV ;| 1mbar | 7Ib | P51
psi Water'
Additel 928 Hydraulic (01015.000) | 445 1,000 bar |, OV | 1mbar | 861 | P52
psi Water!
Additel 936 Hydraulie | 125 ‘3335’000) ('O'BSQZ: 000) | o 1mbar | 3521b | P53
Additel 937 Hydraulic | 129 ‘3525'000) (08510 1.000) | Gif2 | 1 mpar | 3521b | P54
Additel 938 Hydraulic | (125 ‘3335’000) (-0'8552: 000) | \Water | 1mbar | 3521b | P55
@ Additel 946 Hydraulic (0 to 15,000) psi | (0 to 1,000) bar Oil 1 mbar 28.71b | P56
D Additel 949 ; Hydraulic | 125 ‘gs‘i"o’ooo) ( 0'85;‘; r2'8°°) oil 1mbar | 3521b | P57
@ Additel 959 W Hydraulic (0 to 40,000) psi | (0 to2,800) bar | Oil 1mbar | 28.71b | P58

[1] Oil is default media liquid. Pump with water as media to be ordered

specially.

[2] Oil, compatible to phosphoric acid fluid or skydrol oil.

Look us up on www.additel.com or call today (1)714-998-6899
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